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STATUTORY INSTRUMENTS

2012 No. 632

The Control of Asbestos Regulations 2012

PART 2
General requirements

Standards for air testing and site clearance certification

20.—(1)  In paragraph (4), “site clearance certificate for reoccupation” means a certificate issued
to confirm that premises or parts of premises where work with asbestos has been carried out have
been thoroughly cleaned upon completion of that work in accordance with regulation 17(b).

(2)  Every employer who carries out any measurement of the concentration of asbestos fibres
present in the air must ensure that criteria are met which are equivalent to those set out in the
paragraphs of ISO 17025 which cover organisation, quality systems, control of records, personnel,
accommodation and environmental conditions, test and calibration methods, method validation,
equipment, handling of test and calibration items, and reporting results.

(3)  Every employer who requests a person to carry out any measurement of the concentration of
asbestos fibres present in the air must ensure that that person is accredited by an appropriate body
as competent to perform work in compliance with ISO 17025.

(4)  Every employer who requests a person to assess whether premises or parts of premises where
work with asbestos has been carried out have been thoroughly cleaned upon completion of that
work and are suitable for reoccupation such that a site clearance certificate for reoccupation can be
issued must ensure that that person is accredited by an appropriate body as competent to perform
work in compliance with the paragraphs of ISO 17020 and ISO 17025 which cover organisation,
quality systems, control of records, personnel, accommodation and environmental conditions, test
and calibration methods, method validation, equipment, handling of test and calibration items, and
reporting results.

(5)  Paragraphs (2) and (3) do not apply to work carried out in a laboratory for the purposes only
of research.


