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SCHEDULE

PART 1
DEVELOPMENT WITHIN THE CURTILAGE OF A DWELLINGHOUSE

Class A

Permitted development

A. The enlargement, improvement or other alteration of a dwellinghouse.

Development not permitted

A.1. Development is not permitted by Class A if—
(a) as a result of the works, the total area of ground covered by buildings within the curtilage

of the dwellinghouse (other than the original dwellinghouse) would exceed 50% of the
total area of the curtilage (excluding the ground area of the original dwellinghouse);

(b) the height of the part of the dwellinghouse enlarged, improved or altered would exceed
the height of the highest part of the roof of the existing dwellinghouse;

(c) the height of the eaves of the part of the dwellinghouse enlarged, improved or altered
would exceed the height of the eaves of the existing dwellinghouse;

(d) the enlarged part of the dwellinghouse would be within 2 metres of the boundary of the
curtilage of the dwellinghouse and—

(i) the height of the eaves of any part of the enlarged part which is within 2 metres of
the boundary of the curtilage of the dwellinghouse would exceed 3 metres; or

(ii) the height of any part of the enlarged part which is within 2 metres of the boundary
of the curtilage of the dwellinghouse would exceed 4 metres;

(e) the enlarged part of the dwellinghouse would extend beyond a wall comprised in the
principal elevation of the original dwellinghouse;

(f) the enlarged part of the dwellinghouse would extend beyond a wall comprised in a side
elevation of the existing dwellinghouse, and would be nearer to the highway than—

(i) the wall comprised in that side elevation which is nearest to the highway; or
(ii) any point 5 metres from the highway;

whichever is the nearer to the highway;
(g) the enlarged part of the dwellinghouse would extend beyond a wall comprised in a side

elevation of the original dwellinghouse, would have a single storey and—
(i) the enlarged part of the dwellinghouse would exceed 4 metres in height; or

(ii) the width of the widest part of the resulting dwellinghouse would exceed the width
of the widest part of the original dwellinghouse by more than 50%;

(h) the enlarged part of the dwellinghouse would extend beyond a wall comprised in a side
elevation of the original dwellinghouse, would have more than one storey, either in its own
right or if considered together with any part of the existing dwellinghouse, and—

(i) the enlarged part of the dwellinghouse would be within 10.5 metres of any boundary
which is—

(aa) a boundary of the curtilage of the dwellinghouse; and
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(bb) opposite the relevant side elevation;
(ii) the enlarged part of the dwellinghouse would be set back, by less than 1 metre, from

the point nearest to that part in any wall comprised in the principal elevation of the
original dwellinghouse; or

(iii) the width of the widest part of the resulting dwellinghouse would exceed the width
of the widest part of the original dwellinghouse by more than 50%;

(i) the enlarged part of the dwellinghouse would extend beyond the rear wall of the original
dwellinghouse, would have a single storey and would —

(i) extend beyond the relevant part or, as the case may be, any of the relevant parts of
the rear wall of the original dwellinghouse by more than 4 metres; or

(ii) exceed 4 metres in height;
(j) the enlarged part of the dwellinghouse would extend beyond the rear wall of the original

dwellinghouse, would have more than one storey, either in its own right or if considered
together with any part of the existing dwellinghouse, and—

(i) the ground floor storey would extend beyond the relevant part or, as the case may
be, any of the relevant parts of the rear wall of the original dwellinghouse by more
than 4 metres;

(ii) the first floor or higher storey would extend beyond the relevant part or, as the case
may be, any of the relevant parts of the rear wall of the original dwellinghouse by
more than 3 metres; or

(iii) the first floor or higher storey would be within 10.5 metres of any boundary which
is—

(aa) a boundary of the curtilage of the dwellinghouse; and
(bb) opposite the rear wall of the dwellinghouse;

(k) it would consist of or include external wall insulation which projects from that part of the
exterior of the dwellinghouse to which it is affixed by more than 16 centimetres; or

(l) it would consist of or include—
(i) the construction or provision of a veranda or raised platform;

(ii) the construction or provision of a balcony which—
(aa) contains a platform of any description;
(bb) projects from the part of the exterior of the dwellinghouse to which it is

affixed by more than 30 centimetres;
(cc) if projected downwards in a vertical line to ground level, is within 10.5

metres of any boundary of the curtilage of the dwellinghouse opposite the
relevant side elevation; or

(dd) would be affixed to a wall comprised in the principal elevation of the
dwellinghouse;

(iii) the construction or provision of a roof terrace, whether or not it would incorporate
associated railings, fencing or other means of enclosure;

(iv) the installation, alteration or replacement of a microwave antenna;
(v) the installation, alteration or replacement of a chimney;

(vi) the installation, alteration or replacement of an air source heat pump, solar PV or
solar thermal equipment or a flue forming part of a biomass heating system or
combined heat and power system;
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(vii) the installation of shutters on any part of the principal elevation of the dwellinghouse;
or

(viii) an alteration to any part of the roof of the dwellinghouse, being an alteration which
does not fall within paragraphs A.1(l)(i) to(vii).

A.2. In the case of a dwellinghouse on article 1(5) land or within a World Heritage Site,
development is not permitted by Class A if—

(a) it would consist of or include the cladding of any part of the exterior of the existing
dwellinghouse with stone, artificial stone, pebble dash, render, timber, plastic, metal or
tiles;

(b) it would consist of or include external wall insulation;
(c) the enlarged part of the dwellinghouse would have a single storey, would extend beyond

a wall comprised in a side elevation of the original dwellinghouse and would—
(i) extend beyond the relevant part or, as the case may be, any of the relevant parts of

a wall comprised in a side elevation of the original dwellinghouse by more than 3
metres; or

(ii) be set back, by less than 1 metre, from the nearest point in any wall comprised in the
principal elevation of the original dwellinghouse; or

(d) the enlarged part of the dwellinghouse would have more than one storey, either in its own
right or if considered together with any part of the existing dwellinghouse.

Conditions

A.3. Development is permitted by Class A subject to the following conditions—
(a) the appearance of the materials used in the walls, roof or other element of any exterior

work must so far as practicable match the appearance of the materials used in the majority
of the equivalent element of the existing dwellinghouse;

(b) if any element of an upper-floor window located in a wall, roof slope or other element of
a side elevation of the dwellinghouse would, if projected downwards in a vertical line to
ground level, be within 10.5 metres of any boundary of the curtilage of the dwellinghouse
opposite the relevant wall or roof slope, then the window must be—

(i) obscure-glazed;
(ii) non-opening unless any part of the window which can be opened is, when measured

at any point along the lowest edge of that part, at least 1.7 metres above the internal
floor or stair of the dwellinghouse directly below that point; and

(iii) permanently maintained in compliance with paragraphs A.3(b)(i) and (ii); and
(c) where the enlarged part of the dwellinghouse has more than one storey, the roof pitch

of the enlarged part must, so far as practicable, match the roof pitch of the existing
dwellinghouse.

Interpretation of Class A

A.4. For the purposes of paragraph A.1(b)—
(a) in determining the height of the highest part of the roof of the existing dwellinghouse, no

account is to be taken of any relevant structure projecting from that roof;
(b) in the determination of the height of the highest part of the dwellinghouse enlarged,

improved or altered, account is to be taken of any relevant structure comprised in that
part; and
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(c) “relevant structure” means any parapet wall, firewall, chimney or other roof furniture or
similar structure.

A.5. In determining the height of the eaves for the purposes of paragraphs A.1(c) and A.1(d)—
(a) the determination is to be made by reference to the point where the external walls of the

dwellinghouse would, if projected upwards, meet the lowest point of the upper surface
of the roof; but

(b) no account is to be taken of any parapet wall or any part of the roof slope which overhangs
the external walls of the dwellinghouse; and

(c) where the existing dwellinghouse has eaves at differing heights, a determination for the
purposes of paragraph A.1(c) is to be made by reference to the eaves of the part of
the existing dwellinghouse from which the enlarged, improved or altered part of the
dwellinghouse extends.

A.6. For the purposes of paragraphs A.1(e) and A.1(f), the enlarged part of the dwellinghouse is
to be determined to extend beyond a wall referred to in those paragraphs if it would be in front of —

(a) In the case of a wall referred to in paragraph A.1(e)—
(i) that wall in its original form; or

(ii) that wall as it would exist if its original form were to have been extended, continuing
the line of the wall, from each of its side edges to the boundary of the present curtilage
of the dwellinghouse; or

(b) In the case of a wall referred to in paragraph A.1(f)—
(i) that wall as it exists; or

(ii) that wall as it would exist if it were to be extended, continuing the line of the wall,
from each of its side edges to the boundary of the curtilage of the dwellinghouse.

A.7. In determining the height of the enlarged part of the dwellinghouse for the purposes of
paragraph A.1(g)(i) or A.1(i)(ii), account is to be taken of any parapet wall, firewall, chimney or
other roof furniture or similar structure comprised in that part.

A.8. For the purposes of paragraph A.1(g)(ii) or A.1 (h)(iii) “resulting dwellinghouse” means the
dwellinghouse as enlarged, improved or altered, taking into account any enlargement, improvement
or alteration to the original dwellinghouse, whether permitted by this Part or not.
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